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IMPORTANT NOTICE

• This manual should be considered as a permanent part of the air conditioning 

equipment and should remain with the air conditioning equipment.

• Hitachi strives for a continuous improvement in design and performance of 

products and reserves the right to change the specifications without notice.

• Hitachi is not liable for occasional damage or accidents pertaining to the air 

conditioning due to its operation in a specific environment.

• Signal words (DANGER, WARNING, CAUTION, NOTICE, NOTE) are used to identify levels of hazard seriousness. 

Definitions for identifying hazard levels are provided below with their respective signal words.

DANGER!  :
DANGER indicates a hazardous situation which, if not avoided, will result in 
death or serious injury.

WARNING!  : 
WARNING indicates a hazardous situation which, if not avoided, could result in 
death or serious injury.

CAUTION!  :
CAUTION indicates a hazardous situation which, if not avoided, could result in 
minor or moderate injury.

NOTICE  : NOTICE is used to address practices not related to physical injury.

NOTE NOTE is useful information for operation and/or maintenance.

• This air conditioner is designed for human comfort air conditioning only. Do not use this air 

conditioning for other purposes such as drying clothes, refrigerating food or for any other cooling or 

heating applications.

• Installing the air conditioner at the following places may cause fire, product damage or failure:
 ƺ Places where oil splashes (including machine oil).

 ƺ Presence of flammable gas exists.

 ƺ Presence of sulphide gas or silicon presence (such as hot springs).

 ƺ Coastal areas where saline, acid and alkaline contents are higher (corrodes the unit body).

• Both installation and service operations must adhere to local standards, laws, and regulations.

• Mount with the lowest moving parts at least 2.5m(8ft) above floor or grade level.

• Installation of this air conditioning must be done by the dealer or professionals to avoid water 

leakage, electric shock or fire.

• In case of any questions, please contact the designated dealer or service center.

• For environmental benefit, please do not discard this product. Hitachi provides replaceable parts as 
per relevant national and local laws, regulations and standard requirements.

• This system has been designed and tested to operate within the indoor temperature limits as stated 

below. The manufacturer cannot guarantee satisfactory performance if the unit is operated for 

prolonged periods outside of these limits.

[oF(oC)]

Temperature Range Maximum Minimum

Cooling operation 89.6(32)DB/73.4(23)WB 69.8(21)DB/59(15)WB

Heating operation 80.6(27)DB 68.0(20)DB

DB: Dry Bulb , WB: Wet Bulb
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