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Unit: Inch
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3.2 CAPACITY CHARACTERISTIC CURVE FOR MULTIZONE 
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The following charts show the characteristics of outdoor unit capacity, which correspond with the operating ambient temperature of outdoor unit.
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Conditions:
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①
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Pipe length / height difference  :  24-19/32 (7.5m) / 0ft (0m)
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②
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Indoor fan speed at high mode. 
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③
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Capacity loss due to white frost and defrost operation is not included. 
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Whichever indoor units are installed, cooling and heating capacity depends on how many indoor units are                 operating at that time.
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2 ROOM MULTI-SPLIT INVERTER TYPE RAC: RAM-G18N2HAA 
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POSSIBLE COMBINATION TO OPERATE (SAME TIME OPERATION)
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** Remarks:
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-One unit indicated are only for one unit operation when two indoor units are connected. 
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 -Two units indicated are for two units operation when two indoor units are connected. 
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 -Total value of each units capacity reach 29,000 Btu/h (8.5kW). 
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And total nominal cooling capacity should not be more than 29,000 Btu/h (8.5kW).
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 units can be installed with one outdoor unit.
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Be sure to connect two units to this outdoor unit. If not, condensed water may drop,resulting in trouble.*Make sure to connect minimum two indoor units.
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Two indoor units can be installed with one outdoor units.Total nominal cooling capacity sdhould not be more than 29000 Btu/h. 
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7K, 9k and 12k means indoor units cooling capacity class.Total nominal cooling capacity should not be more than 29000 Btu/h.
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(1) Suitable room size is determined based on the condition below:          -  Climate is in the temperate zone like Tokyo, Japan.     -  For usual residential use.     -  Smaller figure is for light construction which means light thermally sealed.     -  Larger figure is for heavy constructions, which means well thermally sealed. 
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Whichever indoor units are installed, cooling and heating capacity depends on how many indoor units are                 operating at that time.
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3 ROOM MULTI-SPLIT INVERTER TYPE RAC: RAM-G24N3HAAPOSSIBLE COMBINATION TO OPERATE (SAME TIME OPERATION) 
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** Remarks:
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-One unit indicated are only for one unit operation when three indoor units are connected. 
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 -Three units indicated are for three units operation when three indoor units are connected. 
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 -Total value of each units capacity reach 36,000 Btu/h (10.5kW). 
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Two or three indoor units can be installed with one outdoor units.Total nominal cooling capacity should not be more than 36,000Btu/h (10.5kW)  
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Be sure to connect two or three indoor units to this outdoor unit. If not condensed water may drop,  resulting in trouble.  

jernir
Typewritten text
*Make sure to connect to two or three indoor units.
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